
WITE-OUT

WITE-OUT PRODUCTS -- WITE-OUT, 114-054 
MATERIAL SAFETY DATA SHEET 
NSN: 751000N068691 
Manufacturer's CAGE: WTEUT 
Part No. Indicator: A 
Part Number/Trade Name: WITE-OUT, 114-054 
=========================================================================== 
                            General Information 
=========================================================================== 
Company's Name: WITE-OUT PRODUCTS INC 
Company's Street: 145 SOUTHCHASE BLVD 
Company's City: FOUNTAIN INN 
Company's State: SC 
Company's Country: US 
Company's Zip Code: 29644 
Company's Emerg Ph #: 800-424-9300(CHEMTREC) 
Company's Info Ph #: 203-783-2103 
Record No. For Safety Entry: 001 
Tot Safety Entries This Stk#: 001 
Status: SMJ 
Date MSDS Prepared: 30MAR94 
Safety Data Review Date: 16JAN96 
MSDS Serial Number: CBJGP 
=========================================================================== 
                     Ingredients/Identity Information 
=========================================================================== 
Proprietary: NO 
Ingredient: MINERAL SPIRITS; (PETROLEUM NAPHTHA) 
Ingredient Sequence Number: 01 
Percent: 40 
NIOSH (RTECS) Number: PY8240000 
CAS Number: 64475-85-0 
OSHA PEL: 400 PPM (MFR) 
ACGIH TLV: 400 PPM (MFR) 
=========================================================================== 
                     Physical/Chemical Characteristics 
=========================================================================== 
Appearance And Odor: FREE FLOWING LIQUID W/PETROLEUM SOLVENT ODOR. 
Boiling Point: >224F,>107C 
Melting Point: 28.0F,-2.2C 
Vapor Pressure (MM Hg/70 F): 30-77 
Vapor Density (Air=1): 3.4 
Specific Gravity: 1.25 (H*2O=1) 
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Evaporation Rate And Ref: 1.1-1.5 (BUTYL ACETATE=1) 
Solubility In Water: PRACTICALLY (SUPDAT) 
=========================================================================== 
                      Fire and Explosion Hazard Data 
=========================================================================== 
Flash Point: >19F,>-7C 
Lower Explosive Limit: 1.2-1.9% 
Upper Explosive Limit: 10.5-12% 
Extinguishing Media: CO*2, FOAM, DRY CHEMICAL. 
Special Fire Fighting Proc: USE NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE 
EQUIPMENT (FP N). FLAMMABLE LIQUID. 
Unusual Fire And Expl Hazrds: TOXIC COMBUSTION GAS MAY BE FORMED AS 
DECOMPOSITION PRODUCTS. FLAMMABLE LIQUID:CAN RELEASE VAPORS THAT FORM 
FLAMMABLE MIXTURE AT OR ABOVE FLASH POINT. 
=========================================================================== 
                              Reactivity Data 
=========================================================================== 
Stability: YES 
Cond To Avoid (Stability): HEAT SOURCE, SPARKS OR FLAME. 
Materials To Avoid: STRONG OXIDIZING OR REDUCING AGENTS. 
Hazardous Decomp Products: TOXIC FUMES OR GASES. 
Hazardous Poly Occur: NO 
Conditions To Avoid (Poly): NOT RELEVANT 
=========================================================================== 
                            Health Hazard Data 
=========================================================================== 
LD50-LC50 Mixture: LD50:(ORAL,RAT) >15 G/KG. 
Route Of Entry - Inhalation: YES 
Route Of Entry - Skin: YES 
Route Of Entry - Ingestion: NO 
Health Haz Acute And Chronic: SKIN:NOT A PRIMARY IRRITANT PER FHSA. MAY 
INDUCE IRRITATION IN SENSITIVE INDIVIDUALS. EYES:EXTRA COVERAGE - NOT 
NOT HAZARDOUS UNDER NORMAL USE CONDITIONS. EFFECT - CENTRAL NERVOUS 
SYSTEM 
DEPRESSION. DELIBERATELY CONCENTRATING & (EFTS OF OVEREXP) 
Carcinogenicity - NTP: NO 
Carcinogenicity - IARC: NO 
Carcinogenicity - OSHA: NO 
Explanation Carcinogenicity: NOT RELEVANT 
Signs/Symptoms Of Overexp: HLTH HAZ:INHALING CONTENT CAN LEAD TO 
UNCONSCIOUSNESS &/OR DEATH. 
Med Cond Aggravated By Exp: EXISTING PULMONARY OR DERMAL CONDITION. 
Emergency/First Aid Proc: SKIN:WASH W/SOAP & WATER. CONSULT MD IF 
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IRRITATION OCCURS & PERSISTS. EYES:WASH W/WATER FOR AT LEAST 15 MINUTES. 
CONSULT MD IF IRRITATION OCCURS. INGEST:CONSULT MD AT ONCE. DO NOT INDUCE 
VOMITING. INHAL:REMOVE VICTIM FROM EXPOSURE. ALERT EMERGENCY MEDICAL 
PERSONNEL. ADMINISTER ARTIFICIAL RESPIRATION IF BREATHING IS STOPPED. 
=========================================================================== 
                   Precautions for Safe Handling and Use 
=========================================================================== 
Steps If Matl Released/Spill: HANDLE AS FLAMMABLE LIQUID & DISPOSE OF 
PROPERLY. VENTILATE AREA. 
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER. 
Waste Disposal Method: DISPOSAL MUST BE I/A/W FEDERAL, STATE & LOCAL 
REGULATIONS (FP N). DISPOSE OF I/A/W STATE OR FEDERAL GUIDELINES. 
Precautions-Handling/Storing: STORE & TRANSPORT IN CLOSED CONTAINER. STORE 
IN VENTILATED AREA. AVOID HEAT, FIRE & FUMES. 
Other Precautions: KEEP AWAY FROM CHILDREN. 
=========================================================================== 
                             Control Measures 
=========================================================================== 
Respiratory Protection: NIOSH/MSHA APPROVED RESPIRATOR W/ORGANIC VAPOR 
CARTRIDGE WHEN HANDLING BULK. NONE NECESSARY UNDER NORMAL USE 
CONDITIONS. 
Ventilation: MECHANICAL VENTILATION. 
Protective Gloves: CHEMICAL RESISTANT GLOVES. 
Eye Protection: ANSI APPROVED CHEM WORKERS GOGGS (FP N). 
Other Protective Equipment: EYE WASH FOUNTAIN & DELUGE SHOWER WHICH MEET 
ANSI DESIGN CRITERIA (FP N). NONE REQUIRED. 
Work Hygienic Practices: STANDARD GOOD INDUSTRIAL HYGIENE PRACTICE 
RECOMMENDED. 
Suppl. Safety & Health Data: SOL IN H*2O:INSOLUBLE (0.5-0.8 G/L). 
=========================================================================== 
                            Transportation Data 
=========================================================================== 
=========================================================================== 
                               Disposal Data 
=========================================================================== 
=========================================================================== 
                                Label Data 
=========================================================================== 
Label Required: YES 
Technical Review Date: 16JAN96 
Label Date: 16JAN96 
Label Status: G 
Common Name: WITE-OUT, 114-054 
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Chronic Hazard: NO 
Signal Word: DANGER! 
Acute Health Hazard-Slight: X 
Contact Hazard-Slight: X 
Fire Hazard-Severe: X 
Reactivity Hazard-None: X 
Special Hazard Precautions: FLAMMABLE. ACUTE:SKIN:NOT A PRIMARY IRRITANT 
PER FHSA. MAY INDUCE IRRITATION IN SENSITIVE INDIVIDUALS. EYES:EXTRA 
COVERAGE - NOT IRRITANT PER FHSA; QUICK DRY & SUPER SMOOTH - IRRITANT PER 
FHSA. INHALATION:NOT HAZARDOUS UNDER NORMAL USE CONDITIONS. EFFECT - 
CENTRAL NERVOUS SYSTEM DEPRESSION. DELIBERATELY CONCENTRATING & 
INHALING 
CONTENT CAN LEAD TO UNCONSCIOUSNESS OR DEATH. CHRONIC:NONE LISTED BY 
MANUFACTURER. 
Protect Eye: Y 
Protect Skin: Y 
Protect Respiratory: Y 
Label Name: WITE-OUT PRODUCTS INC 
Label Street: 145 SOUTHCHASE BLVD 
Label City: FOUNTAIN INN 
Label State: SC 
Label Zip Code: 29644 
Label Country: US 
Label Emergency Number: 800-424-9300(CHEMTREC) 
======================================================================= 
URL for this msds http://siri.org.  If you wish to change, add to, or 
delete information in this archive please sent updates to dan@siri.org. 
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